Stops Tor Agsembling Y Portarble Asnercun Hlag
« [Cach flag ktwill contain the following componants: une urnall Amer]mn’ilag
{atmched o & pols soctlon); one black, 2 gl b addibonal gok-oolored
puile sactiong, one hex key wrangl;, ang siver 2dncn insect far the haza; vhe
black % inch scresy; one gokd-cotored acom Cap:” and e flag pala TACHDE-
o To aseatnbie the fiag, fofow thess steps.
1. Renove The black 2-part flag £tang from fhe camying CaTs.

. pssamible he 2 parts fonming a 17 shape. f1he inngoy pece wil be e botiom
prar of the T shape),

3. Locats the blck ¥4 inch sorow, Bod the cilwar 2-inch wund insert.
4. Plage e HHnch round inart on 100 of tha ropnd center hoke of the tiey stand.,

% Inger e black ¥a e serew {hicough the cender hole and ko the: bottom of
. e silver 2-rch round insert and Sghten. (Use balh mals.} '

£ Plaos the assomblsd stard on 3 fat surfacs with (e Inzerl completety veriic
{printing siraight up).

7. Ramave the flag po's pisces from the eamying casa. (Mot The flag shoidd
alfeady o attach ed {0 one pole vaction)-

& Inscrt e llagpole pievess inta one ncthsr, (Note: e end of the fag pole wil
L smaler snd shoukd be the battom).

5, Locale the gold “Acom Cap” fosm thi caiying case and sittach @ 1 the lop end
of the: aseomblad poe.

101, Slide the assembled Aractican fiag oty the 2-nch round it

The flag s now assomblad and raady for display.
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